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SPECIFICATION SUBMITTAL

PROJECT NAME/NO. PART NUMBER

SPECIFIED BY NOTE

S P E C I F I C A T I O N  S H E E T

Frame
LUXFLEX LED 
Flexible Sheet

Backboard

Class 2 power supply 
(handles up to 96W)

Textile 
Fabric 
Material

S P E C I F I C A T I O N  S H E E T

SO EASY TO SPECIFY & INSTALL

Create your dynamic design space with our easy to 

install out-of-the-box LUXCANVASTM Float Series 
LED Illuminated Textile Luminaire. Available 

in an assortment of standard shapes and sizes 

for easy specification, this all-inclusive luminaire 

will transform the walls and ceilings of your 

environment into artistic illuminated masterpieces. 

KEY FEATURES

ASSURED QUALITY

E351307 MADE IN USA 100% QC LIMITED
WARRANTY

QUICK  
FABRIC 

CHANGES

FRAMELESS 
DESIGN

EVEN LIGHTING 
NO DARK SPOTS

COMPACT 
PROFILE

SURFACE 
MOUNT SUSPENDED RECESSED ILLUMINATED

CEILINGS

ILLUMINATED 
WALLS CUSTOMIZE

CUSTOM
FRAME

COLORS

PLUG & PLAY 
AVAILABLE

QUICK REFERENCE DATA TABLE
FLIP TO PAGES 3-5 FOR COMPLETE TABLES

STATIC WHITE TUNABLE 
WHITE 
4100 K 

RGBW 
3000 K NOMINAL  

S IZE

STANDARD  
3000 K

PREMIUM  
3000 K

f t . lm/f ix ture lm/f ix ture lm/f ix ture lm/f ix ture

2 'X2 ' 
(4 sq . f t)

1903 2505 18 41 6 12

4'X4' 
( 16 sq . f t)

8757 1 1522 8 470 24 48

4'x6' 
(24 sq . f t)

13325 17533 128 89 3672

4'x8 ' 
(32 sq . f t)

17893 2354 4 17308 489 6

6'x6' 
(36 sq . f t)

20593 27097 19919 5508

8 'X8 ' 
(64 sq . f t)

37414 49229 36189 9792

4' D ROUND 
(12 .6 sq . f t)

7825 1029 6 7569 1922

6' D ROUND 
(28 . 3 sq . f t)

17605 23 165 17029 4324

8 ' D ROUND 
(50. 3 sq . f t)

3 1299 41 183 30275 77 1 1

STANDARD 

SIZES

AVAILABLE IN

LUXCANVAS™

Luminous Ceilings & Feature WallsFLOAT SERIES
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SPECIFICATION SUBMITTAL

PROJECT NAME/NO. PART NUMBER

SPECIFIED BY NOTE

S P E C I F I C A T I O N  S H E E T

MECHANICAL

CROSS-SECTION
FRAME PROFILE

W
E CUSTOMIZE

F
R

A
M E C O LO

R
S

*

W
E CUSTOMIZE

WANT A

SPECIAL COLOR?

Call us for a quote today—(714) 256-2111

*Additional charges may apply.

MATERIAL
Frame Material Anodized aluminum
Textile Surface Material 100% Flame-retardant polyester
Textile Installation Silicone beading
Flexible Silicone Beading Silicone
Backboard Material Aluminum Composite
Fabric Size Equivalent to exterior frame
Frame Profile Height 4.7" (120mm)
Exterior Frame 4.7" (120mm)
Orientation Portrait & landscape
Flexible Silicone Beading 0.55" x 0.098" (14mm x 2.5mm)

FINISH
Standard Frame Color Silver anodized aluminum
Custom Frame Color Powder coated available upon request
Print Process White fabric (unprinted) • Digital dye-sublimation 
(printed)

WARRANTY/CERTIFICATIONS
Compliance cUL Listed
Warranty 5-years

FLOAT TEXTILE 
SILICONE BEADING INSERTS 
SNUGLY INTO ALUMINUM FRAME

LUXCANVAS™

Luminous Ceilings & Feature WallsFLOAT SERIES
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PROJECT NAME/NO. PART NUMBER

SPECIFIED BY NOTE

S P E C I F I C A T I O N  S H E E T

PHOTOMETRIC DATA TABLE - NOMINAL SIZE

CCT

2 'X2 ' 
(4 sq . f t)

4'X4' 
( 16 sq . f t)

4'X6' 
(24 sq . f t)

4'X8 ' 
(32 sq . f t)

6 'X6' 
(36 sq . f t)

8 'X8 ' 
(64 sq . f t)

lm/f ix ture lm/f ix ture lm/f ix ture lm/f ix ture lm/f ix ture lm/f ix ture

S
T

A
N

D
A

R
D

2700K 1827 8 40 6 12792 17 178 19770 35917

3000K 1903 8757 13325 17893 20593 37414

3500K 1941 8932 13592 1825 1 2 1005 38162

4100K 1980 9107 13858 18 609 21417 38910

5300K 2056 9457 14391 19325 22241 40407

6500K 2132 9808 14924 20041 230 65 41903

P
R

E
M

IU
M

2700K 2404 1 10 6 1 16832 22602 26013 47259

3000K 2505 1 1522 17533 2354 4 27097 49229

3500K 2555 1 1752 178 8 4 24015 27638 50213

4100K 2605 1 1983 18234 24 486 28180 5 1 198

5300K 2705 124 4 4 18936 25428 29264 53 167

6500K 2805 12905 19 637 26369 30348 55 136

T
U

N
A

B
L

E
 

W
H

IT
E

2400K 920 4235 64 4 4 8654 9959 18094

4100K 18 41 8 470 128 89 17308 19919 36 189

6500K 995 4574 69 60 9346 10756 19542

R
G

B
W

Red (625nm) 173 691 1037 1382 1555 2765

Green (525nm) 54 4 2177 3266 4355 4899 8709

Blue (465nm) 1 15 46 1 692 922 1037 18 43

2700K 58 8 2350 3525 4700 5287 9400

3000K 612 24 48 3672 489 6 5508 9792

3500K 636 2546 3819 5092 5728 1018 4

4100K 661 264 4 39 66 528 8 5949 10576

5300K 687 2750 4124 5499 6187 10998

6500K 7 14 28 60 4289 57 19 6434 1 1438

RGB 832 3329 4994 6659 7491 133 17

RGBW RGBW ( 10000K ) 2032 8127 12 191 16255 18287 32509

ELECTRICAL

SAFETY DISCLOSURES
Electric Code Compliance Please make sure to install LUXCANVAS 
Float Series in accordance with standard national and local electrical 
codes. 
Suitable Environment LUXCANVAS Float Series is designed for 
indoor use only and is not suitable for outdoor applications. 
Actual Product Color May Vary Please note that the product 
color as seen in this specification sheet, photography, and related 
marketing material for this product may vary slightly from your actual 
customized product due to photographic and design limitations.  

Specifications are Subject to Change Without Notice While we try 
to make every effort to inform customers of updates to our products, 
we reserve the right to make modifications and improvements to our 
fixture specifications and designs without advance notice.  
Manufacturer is Not Liable for Matching Fixtures to Pre-Existing 
Fixture Installations We cannot guarantee matching the CCT 
appearance, product design, or lumen output for pre-installed fixtures 
or reorders. 

LUXCANVAS™

Luminous Ceilings & Feature WallsFLOAT SERIES
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PROJECT NAME/NO. PART NUMBER

SPECIFIED BY NOTE

S P E C I F I C A T I O N  S H E E T

PHOTOMETRIC DATA TABLE - NOMINAL SIZE

ELECTRICAL

PHOTOMETRICS
Distribution Lambertian
Standard Color Temperatures 3000K • 4100K • 5300K • 6500K 
Custom Color Temperatures Inquire for more information; custom 
requests may extend production lead time.
Color Rendering Index (CRI) ≥ 90
Color Uniformity 3SDCM
Maintenance Factor L70 50,000+ hours

POWER SUPPLY
Remote Class 2 Power Supply Up to 96W per Power Supply
Input Voltage 24VDC; 100-277VAC, 50-60Hz 
Universal Power Supply Available upon request
Power Supply Location By default, power supplies will be generally 
installed inside of the luminaire. With exception to curved applications, 
oversized power supplies such as magnetic low voltage, DMX control, 
or power supplies provided by suppliers other than LEDCONN will 
have to be remotely mounted in a suitable location

CCT

4'D  
ROUND 

( 12 .6 sq . f t)

6 'D  
ROUND 

(28 . 3 sq . f t)

8 'D  
ROUND 

(50. 3 sq . f t)

lm/sheet lm/sheet lm/sheet

S
T

A
N

D
A

R
D

2700K 75 12 16901 30047

3000K 7825 17605 3 1299

3500K 7981 17958 3 1925

4100K 8138 183 10 3255 1

5300K 8 450 19014 33803

6500K 8764 197 18 35055

P
R

E
M

IU
M

2700K 98 8 4 22238 39536

3000K 1029 6 23 165 41 183

3500K 10502 23628 42007

4100K 10708 24092 42830

5300K 1 1 120 25018 4 4 478

6500K 1 1532 25945 46125

T
U

N
A

B
L

E
 

W
H

IT
E

2400K 378 4 85 14 15 137

4100K 7569 17029 30275

6500K 4087 9195 16348

R
G

B
W

Red (625nm) 543 122 1 2 177

Green (525nm) 1709 38 46 6858

Blue (465nm) 362 814 1452

2700K 18 45 415 1 7403

3000K 1922 4323 77 1 1

3500K 1999 4 497 8020

4100K 2075 4670 8328

5300K 2158 4856 8 661

6500K 2245 5051 9007

RGB 2613 58 80 10487

RGBW RGBW ( 10000K ) 6380 14355 25601

LUXCANVAS™

Luminous Ceilings & Feature WallsFLOAT SERIES
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PROJECT NAME/NO. PART NUMBER

SPECIFIED BY NOTE

S P E C I F I C A T I O N  S H E E T

ELECTRICAL

PHOTOMETRIC DATA TABLE  FOR 1'X1' LUXCANVAS FLOAT
Use th is data tab le as a mult ip l ie r to determine the est imated lumens , ef f icacy & wat tage of your desi red shape/size .

LUMINAIRE
COLOR 

TEMPERATURE 
(CCT)

LUMINOUS FLUX EFFICACY POWER WEIGHT

LM/SQ FT LM/SQ M LM/W W/SQ FT W/SQ M LBS KG

LUXFLEX 
Standard

2700K 456 . 82 4915 . 38 64 . 12 7. 13 76 .67 6 . 13 2 .78

3000K 475 . 8 6 5 120 . 20 66 .79 7. 13 76 .67 6 . 13 2 .78

3500 K 485 . 37 5222 . 58 68 . 12 7. 13 76 .67 6 . 13 2 .78

4100 K 494 . 89 5324 .99 69 .46 7. 13 76 .67 6 . 13 2 .78

5300K 513 .92 5529 . 8 1 72 . 13 7. 13 76 .67 6 . 13 2 .78

6500K 532 .9 6 5734 .62 74 . 80 7. 13 76 .67 6 . 13 2 .78

LUXFLEX 
Premium

2700K 601 .08 6467.62 6 1 .65 9 .75 104 .91 6 . 13 2 .78

3000K 626 . 13 6737. 1 1 64 . 22 9 .75 104 .91 6 . 13 2 .78

3500 K 638 .65 687 1 . 85 65 . 50 9 .75 104 .91 6 . 13 2 .78

4100 K 2604 .68 28026 . 36 267. 15 9 .75 104 .91 6 . 13 2 .78

5300K 676 . 22 7276 .07 69 . 36 9 .75 104 .91 6 . 13 2 .78

6500K 701 . 26 7545 . 56 7 1 .92 9 .75 104 .91 6 . 13 2 .78

LUXFLEX 
Tunable 
White

2400K 230.00 2474 . 80 40. 89 5 .63 6 1 .00 6 . 13 2 .78

4100K 460. 25 4952 . 29 40.91 1 1 . 30 242 .00 6 . 13 2 .78

6500 K 248 .75 2676 . 55 4 4 . 22 5 .63 12 1 .00 6 . 13 2 .78

LUXFLEX 
RGBW

Red 43 . 20 464 . 83 14 .40 3 .00 32 . 28 6 . 13 2 .78

Green 136 .08 1464 . 22 45 . 36 3 .00 32 . 28 6 . 13 2 .78

B lue 28 . 80 309. 89 9 .60 3 .00 32 . 28 6 . 13 2 .78

2700 K 146 . 8 8 1580.43 48 .9 6 3 .00 32 . 28 6 . 13 2 .78

3000K 153 .00 1646 . 28 5 1 .00 3 .00 32 . 28 6 . 13 2 .78

3500 K 159 . 12 17 12 . 13 53 .04 3 .00 32 . 28 6 . 13 2 .78

4100K 165 . 24 1777.98 55 .08 3 .00 32 . 28 6 . 13 2 .78

5300K 17 1 . 85 18 49 . 10 57. 28 3 .00 32 . 28 6 . 13 2 .78

6500K 178 .72 1923 .07 59 . 57 3 .00 32 . 28 6 . 13 2 .78

RGB - 10000K 208 .08 2238 .94 34 .68 6 .00 64 . 56 6 . 13 2 .78

RGBW 507.9 6 5465 .65 42 . 33 12 .00 129 . 12 6 . 13 2 .78

COLOR TEMPERATURES (CCT)DIMMING OPTIONS (SINGLE COLOR CCTS)
• 0-10V dimming
• Magnetic low-voltage (MLV)

COMPATIBLE CONTROL (RGB/RGBW ONLY)
• DMX control
• Pulse-width modulation (PWM)
• RGB controller

COMPATIBLE CONTROL (TUNABLE WHITE ONLY)
• DMX control
• Pulse-width modulation (PWM)
• Tunable White Controller

Very Warm 
White

2700K

 
Warm White

3000K

Warm 
Neutral
3500K

Neutral 
White

4100K

 
Daylight
5300K

 
Cool White
6500K

RGBW

LUXCANVAS™

Luminous Ceilings & Feature WallsFLOAT SERIES
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SPECIFICATION SUBMITTAL

PROJECT NAME/NO. PART NUMBER

SPECIFIED BY NOTE

S P E C I F I C A T I O N  S H E E T

INSTALLATION
MOUNTING

APPLICATION

SURFACE 
MOUNT

RECESSED SUSPENDED

X X X

CEILING

X X

WALL

APPLICATIONS

· Luminous Ceilings & Walls
· Retail Environments
· Airports
· Museums
· Showrooms (such as automobile 

showrooms)
· Corporate Offices
· Trade Show Exhibitions

Mounting Types
· Wall Mount
· Hanging (eyehooks or aviation cable)
· Surface Mounting
· Recessed 

Environment Indoor, dry location only
Operating Temperature LUXCANVAS Float LED luminous textile 
boxes shall operate at a temperature range of 32˚F min to +104˚F max 
(0˚C min to +40˚C max).
Ambient Temperature LUXCANVAS Float shall be maintained at an 
ambient temperature range of -40˚F min to +185˚F max (-40˚C min to 
85˚C max).
Mounting LUXCANVAS™ Float may be surface mounted, recessed, 
or suspended. Ceiling applications may be achieved with any of these 
mounting styles. Wall applications are typically achieved with surface 
or recessed mounting only.

LUXCANVAS™

Luminous Ceilings & Feature WallsFLOAT SERIES
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PROJECT NAME/NO. PART NUMBER

SPECIFIED BY NOTE

S P E C I F I C A T I O N  S H E E T

LUXCANVAS FLOAT FRAME PART NUMBER

EXAMPLE

F12S4872TXAD F12 4872S A X H

BUILD IT!

PRODUCT  
LINE/PROFILE NOMINAL SIZESHAPE

TUNABLE 
WHITE

LUXCANVAS 
FLOAT

4' X 6”SQUARE N/A AIRCRAFT 
CABLE

MOUNTING
COLOR  

TEMPERATURE 
(CCT)

PRODUCT LINE

F12	 LUXCANVAS FLOAT 
	 TEXTILE LUMINAIRE

SHAPE

S	 SQUARE

R	 RECTANGLE

O	 ROUND

NOMINAL SIZE

4848	 4' X 4' SQUARE

4872	 4' X 6' RECTANGLE

4896	 4' X 8' RECTANGLE

7272	 6' X 6' SQUARE

7296	 6' X 8' RECTANGLE

9696	 8' X 8' RECTANGLE

48	 4' ROUND

72	 6' ROUND

96	 8' ROUND

COLOR

S	 STATIC WHITE

A	 TUNABLE WHITE

R	 RGBW

COLOR TEMPERATURE (CCT)

27	 2700K

30	 3000K

35	 3500K

41	 4100K

53	 5300K

65	 6500K

X	 INDICATE N/A NOT APPLICABLE  
	 (TUNABLE WHITE ONLY)

MOUNTING

H	 AIRCRAFT CABLE (SUSPENDED) 

W	 WALL MOUNTED

R	 RECESSED

DIMMING

M	 MLV

0	 0-10V

D	 DMX

COLOR

D

DMX

DIMMING

LUXCANVAS FABRIC TEXTILE PART NUMBER

EXAMPLE

GF3072L-W GF 3072 L -W

BUILD IT!

PRODUCT  
LINE/PROFILE

DIMENSIONS
LENGTH X WIDTH

LUXX PRINTFABRIC PRINT 30” X 72”

FACE MATERIAL 
 COLOR

NO PRINT

PRINT TYPE

PRODUCT LINE

GF	 FABRIC PRINT

DIMENSIONS (INCHES)

LLWW	 LENGTH X WIDTH (VARIES)

PRINT TYPE

L	 ILLUMINATED PRINT

B	 BLOCK OUT

D	 NON-ILLUMINATED

FACE MATERIAL COLOR

-W	 NO PRINT (WHITE FABRIC)

OPTIONAL  
OMIT IF N/A

LUXCANVAS™

Luminous Ceilings & Feature WallsFLOAT SERIES


